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CONNECT AIR A7009GN

CONNECT AIR | Wall-mounted basin mixer 193x225x106 mm in silver storm finish, no waste | 
FirmaFlow, PVD technology

 
General information

Sub product type Wall-mounted basin mixer

Brand Ideal Standard

Suite name CONNECT AIR

Colour code GN

Colour description Silver Storm

Surface finish effect satin

Height (mm) 106

Width (mm) 193

Length / Projection (mm) 241

Fixing method Kit 1 required

EAN code 4015413346658

Net weight (kg) 1.57

Features

FirmaFlow PVD technology

Downloads

• Declaration of Conformity

• Installation Guide

• Spare Parts List

 

Product standard & certifications

Standards DIN EN 248 | DIN 4109-1 | DIN EN 200

ACS certificate name 19 ACC LY 087

Product specifications

Amount of escutcheon(s) 2

With building management 
system connection

No

FirmaFlow cartridge Yes

Type of temperature control Manually operated

With handle(s) Yes

Amount of handles 1

Handle position Front

Type of handle Lever

Handle application Volume & temperature control

Material of handle Metal

With pull-out spray No

With outlet Yes

Spout model Fixed

Tap outlet Aerator

Tap outlet  visibility Visible

Spout material Cast

Low-pressure model No

With escutcheon(s) Yes

Shape of escutcheon(s) Round

Bodymaterial Brass

Surface cover coated

With waste set No
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http://www.idealstandard.fr
https://asset-singular.idealstandard.com/singular/assets/A7009/IS_ConnectAir_Multiproduct_DeclConf_NN_AA.pdf
https://asset-singular.idealstandard.com/singular/assets/A7009/IS_Mulitproduct_ConnectAir_IGuide_NN_A7009;A7029;A868364.pdf
https://asset-singular.idealstandard.com/singular/assets/A7009/IS_ConnectAir_Multiproduct_SparesL_NN_A7009;A7029.pdf
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min. operating pressure (kPa) 50

Blue Start technology No

PVD technology Yes

Easy-care surface IdealPlus No

Valve technology FirmaFlow

Single lever cartridge

Water activation Lifting

Cartridge fixation Thread ring

Valve‘s nominal size 28
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